
Parameters 

Heartbeat

CAN TC01

CAN TCO Prior

Output Shaft

S v Signal

Adapt Par

Geoloc

CAN/A2 Light

DIM Mode Preset

CAN Dim mode

Military DIM

N profile register

RPM Profile 

*DAF CF 440 
Manual  2017 

Standard Settings 

Kn Factor

OFF

50 Ms

Prior 3

6000imp/1000 rev

CAN 1 Axle

Ka = 1,0000

CAN 2 / Basic

CAN

1

Standard

Off

On

n1 = 234

4000 imp/1000 revs

DIM  day / night

8%  31%

Parameters may vary according to VU Variant



Parameters 

V Prof Register

V Profile

V Profile Monitor

Overspeed Prev

D1/D2 Config

Pwr off period

Warnings on CAN

Warnings Exp DT

Remote Download

CAN 1 Config

CAN 2 On/Off

CAN 2 Config

CAN 2 TC01

CAN 2 Wakeup

On

V1 = 8 km/h

Off

0 secs

On

90 days

On

Calibration

On

250 KBps

On

250 KBps

Off

D3 On



Parameters 

VDO Counter User select on / off

*These tables are intended as a guide only . Encompass excepts no liability for, damage / data loss , errors, omissions or changes by the 
vehicle manufacturer. It is the installers responsibility to ensure compliance with the manufacturers repair procedures.
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