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DSRC Test Procedure

Prior to conducting this test please ensure you have correctly positioned the vehicle at
the recommended distance from the DSRC beacon.
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Please Note: the DSRC beacon may contain a rechargeable battery and
therefore please ensure the unit is charged before commencing this test.

To access the DSRC Test follow the sequence below:

Turn on the main power button on the tablet
Select the tachograph test function

From the main screen select the
Calibration Widget

Next click on the TCO check widget

TCO check
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VDO Tablet DSRC Test

Clock checking

DSRC Test
GNSS Test

DSRC Test

(@ EcHOTest (1) RTMTest

Number of configured Tramsactions 100
Number of succesfukransactions

Set k - factor
Odometer check
Speed checking

Variable speed check
Clock checking
DSRC Test
GNSS Test

0 56%

DSRC Test

RTM Test failed
(O EcHOTest () RTM Test

VRN RTM TF59 TFO
DTCCO TF19 TFO

Last Calibration RTM 12.07.2019
DTCO 12.07.2019

Installation date  RTM  11.07.2019
DTCO 11.07.2019

Time Stamp RTM 13.07.2019 09:53 N4

DTCO  13.07.2019 09:53

The test is made as a comparison of the DTCO tachograph
information against that transmitted and decrypted by the DSRC.
Any anomalies would indicate a test failure.
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Select DSRC Test

Echo test to
establish Beacon
communication

Workshop card
inserted into
tablet reader for
RTM Test
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